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MAINSAIL & JIB  

Manufacturer Cloth Description Weight/Film 

ANY Woven Polyester Single Ply/Woven Ply 3.8 oz/NA 

Bainbridge Diax 90 & 130 LSP Pentex Laminate 1.5 mil 

Challenge MPX 06P Pentex Laminate 1.5 & 2.5 mil 

Contender APEN 06 Pentex Laminate 1.5 & 3.0 mil 

Contender APEN 06, 09 & 12 Pentex Laminate 1.5 mil 

Contender MAXX Pen 09 & 15 Pentex Laminate 1.75 mil 

Dimension Polyant PE 05, 10 & 15 Pentex Laminate 1.5 mil 

Dimension Polyant FLEX 8 & 13 Pentex Laminate 1.5 mil 

GENNAKER  

Manufacturer Cloth Description Film 

Bainbridge MP70 Nylon N/A 

Bainbridge AIRX 650N, 700N, 720NS Nylon N/A 

Challenge ELITE 40, 45 & PL42 Nylon / Polyester N/A 

Contender DYNALITE/DYNAKOTE 75 Nylon N/A 

Contender SUPERKOTE 75, 80, & 90 Nylon N/A 

Dimension Polyant 7722 UCP Polyester N/A 

Dimension Polyant F50, F60, F75 Nylon N/A 

 

Sailcloth List Policies  

1. Only general availability versions of the cloths will be permitted; exclusive versions for 
particular sail lofts will not be permitted. 

2. Sailcloth manufacturers shall provide a sample of each cloth to the ITA. 
3. Sailcloth manufacturers shall notify the ITA of any change in cloth production 

a. The ITA will determine if the cloth will remain on the List 
b. If the cloth remains on the List, a new cloth sample shall be provided to the ITA 

prior to its use by Tornado sail makers 

 

Grandfathering 

1. A cloth on the Sailcloth List that is discontinued by its manufacturer: 
a. shall remain on the List for the duration of the current List period 
b. shall continue on the list for 1 successive List period 

2. Sails made of cloth that has been deleted from the Approved Sailcloth List are legal for 
use in competition without restriction, provided that: 

a. the sail has made prior to the date that the sailcloth was deleted from the List; 
and has been properly labelled as required by class rule G.2.4.b 

b. the sail has been certified by an official measurer as required by class rule G.2.5. 


